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Features

Contact Form: 1a

Load Voltage: 60V

Load Current: 200mA

Low Off-State Leakage Current: TpA

Marking model

60V 200mA MJY21251
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B Terminal Identification
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PhotoMOS _ Optical MOS Relay

B Application

. Automatic Test Equipment
. Telephone Equipment
. Sensing Equipment

. Security Equipment
. I/0 Modules

. Modem

Part Number

MJY21251
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m %J _ﬂéH'IL‘E‘, PhotoMOS _ Optical MOS Relay

[ Technical parameters ( Ambient Temperature 25°C ) ]

B |/O Absolute Maximum Ratings

Item Symbol MJY21251
Operating Temperature Torr -40°C ~ +85°C
Storage Temperature Tstg -40°C ~ +100°C
Continuous LED Current MAX. 13 50mA
Peak LED Current
o MAX. Iep 1000mA
Input LED(f=100Hz,Duty=1%)
LED Reverse Voltage MAX. VR 5V
Input Power Dissipation MAX. Pin 75mW
Load Voltage MAX. Vi 60V(AC peak or DC)
Load Current MAX. I 200mA
Output
Peak Load Current(100ms,1shot) MAX. IpEak 1000mA
Output Power Dissipation MAX. Pour 450mW
Total Power Dissipation MAX. Pr 600mW
I/0 Breakdown Voltage MAX. Vijo 1500Vrms
I/0 Breakdown Voltage(Add H) MAX. Vijo 3750Vrms
B Electrical Specifications
[tem Symbol MJY21251 Conditions
TYP. 1.3V
LED Forward Voltage Ve lr=10mA
MAX. 1.5V
Input ) TYP. 0.5mA
Operation LED Current I on
MAX. 2.0mA
Recovery LED Voltage MIN. VE oFF 0.7V
) TYP. 2Q) lr=5mA, I =Rating,
On-Resistance Ron
MAX. 80 within 1 sec.
Output :
Off-State Leakage Current MAX. ILEak TuA V =Rating
Output Capacitance TYP. Cout 12pF V =0V,f=1MHz
) TYP. 0.15ms
Timeparame Turn-On Time Ton
MAX. 0.5ms
ters VP 0.05 lr=5mA, I.=100mA
. .05ms
RESE Turn-Off Time Torr
MAX. 0.5ms
1/O Insulation Resistance MIN. Rio 1000MQ DC500V
0.8pF
1/0 . TYP.  —
I/0 Capacitance Cyo f=1MHz
1 1.5pF

MAX.
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Vol tage Vs. current characteristics of output at MB portion

LED forvard current Vs.
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